
A(C)**XTM

Outlet
SAE J475(ISO R725)

SAE J475(ISO R725)

inlet
ostioie chamfering

1×45°
ostioie chamfering

1×45°

Outletinlet
A(C)**X

Flange connection

Outletinlet

A 1：8

27.4
R O T A T I O N

L

inletOutlet
A(C)**XM

Metric thread connection

M18×1.5-7HD
M16×1.5-7H

Ø32 depth 2
Ø27 depth 1.5

0.05
SAE J475

0.05
SAE J475

M16×1.5 M18×1.5 G1/2

M20×1.5

Rated

A(C) 42XS

A(C)33 XS

A(C)25X (XM、X T、XTM)

A(C)18 X(XM、XT、XT M)

A(C)14 X(XM、XT、XT M)

A(C)1 0X(XM、XT、X TM)

84.544.25

87.545.75

5 4.5

51 .5

48.25

81.542.75

105

99

92.5

Max. Rated Max.

L M

20 25 1500

Sp ead(r /min)Pres sure( Mpa)

3000

CBACBA

M6

M6

30.214.2M839.719

13.1 30.213.1M630.2

Outl eti nlet

A(C)**X

Part no M odel

Metric thread connection Gas thread  connection
A(C)**XT


